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Introduction
General information

No part of this publication may be reproduced or transmitted in any way or in any form without the prior written consent of
AxxonSoft.

The document contains information that is current at the time of publication. The document may be changed by AxxonSoft
without prior notice to other parties.

Purpose of the document

The Intellect software system - Intellect Detector pack: Operator's Manual contains the information necessary to install
and operate the additional software modules that are part of the Intellect software system detector pack.

The structure of this document allows the user to skim the information contained on the Intellect Detector pack and to
select, depending on the level of training, topics of interest for a more detailed study. Chapters in the manual - or the
informational or reference content — each have their own underlying structure.

The Introduction Chapter is intended as a general introduction to this document.

The chapter on Software and hardware requirements states the requirements for computers in which the applicable
modules that are part of the Intellect Detector pack will be installed.

Requirements for staff working with modules comprising the Intellect Detector pack are provided in the Staffing
requirements chapter.

The chapter on the General description of the Intellect Detector pack describes the modules comprising the detector pack.

Recommendations for users and administrators to install, repair and remove the Intellect Detector pack are described in
detail in the chapter on Installing the Intellect detector pack.

Information on configuring the Queue length detection, the People counter detection, Stopped vehicle detection, G
low detection, Heat map detection, Detection of moving against crowd flow, Barcode detection and the Train
detection modules is provided in the Configuring detection modules section.

Information on operating the Queue length detection, the People counter detection, Stopped vehicle detection, Gl
ow detection, Heat map detection, Detection of moving against crowd flow, Barcode detection and the Train
detection modules is provided in the Operation with detection modules section.

Purpose of the Intellect detector pack

The following Intellect Detector pack modules are intended for integration and use with Intellect:

Queue length detection.

People counter detection.

Stopped vehicle detection.

Glow detection.

Heat map detection.

Detection of moving against crowd flow.
Barcode detection.

Train detection.
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The installation and functionality of these modules are shown in the appropriate sections (see the chapter on the General
description of the Intellect Detector pack).

Software and hardware requirements
Computer and operating system requirements

The computer and operating system requirements for the modules that are part the Intellect Detector pack correspond to
the same requirements for that of Intellect (see the Intellect system Administrator's Manual).

Camera requirements

® Note.

In general, the requirements listed in the following sections are not mandatory. However, if these requirements
are not met, the accuracy of the detector decreases.

The remaining camera requirements for the Intellect Detector pack modules correspond to similar requirements for Intelle
ct software.

Camera requirements for the Queue length detection module

The requirements for the cameras that will work with the Queue length detection module are listed in the following
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table.

Camera

Lighting

Scene and
camera angle

Objects image

Resolution: 720x576 (CIF4), using of 360x288 (CIF1) is acceptable; oversize images are reduces
until CIF4.

Fps: not less than 6

Color: analytics works with grey and color images.

® Camera must be rigidly fixed.

The best working of detection is archived at medium lighting. Response to low (night) or over
(flashing) lighting the quality of procedure working can be reduced.
Sharp changes of lighting can lead to short-time invalid analytics working.

The best position - camera "looks" to the scene vertically down. The better this requirement, the
carefully the received estimation.

Sizes of camera field of view: 3x3m is minimal (6x6 people), 4x4m is optimal (8x8 people), 8x8m is
maximal (16x16 people).

Background is static and is not changed sharply.

Analytics can work inappropriately on specular surfaces and in case of sharp shadows from moved
objects.

Analytics can work inappropriately in case of in the camera field of view there are periodic
movements of background objects (trees, working TV, etc.)

® Image quality: the image is to be clear, without visible defects from reducing procedure.
® Available size of a person: the area of a rectangle around the person as a percentage of the picture

area is between 0.25% and 10%.

Camera requirements for the People counter detection module

The requirements for the cameras that will work with the People counter detection module are listed in the following

table.

Camera

Lighting

Scene and
camera angle

Objects image

Other:

Resolution: 720x576 (CIF4), using of 360x288 (CIF1) is acceptable. Resolution zoom-in over CIF4 is
not improve the quality of recognizing procedure.

Fps: 25.

Color: only color camera can be in use.

® Camera must be rigidly fixed.

The best working of detection is archived at medium lighting. Response to low (night) or over
(flashing) lighting the quality of procedure working can be reduced.
Sharp changes of lighting can lead to short-time invalid analytics working.

The best position — camera "looks" to the scene vertically down. The better this requirement, the
carefully the received estimation.

Sizes of camera field of view: 2x2m is minimal, 4x4m is optimal (8x8 people).

Background is static and is not changed sharply.

In the recognized are there no moving objects except of people.

Analytics can work inappropriately on specular surfaces and in case of sharp shadows from moved
objects.

Analytics can work inappropriately in case of in the camera field of view there are periodic
movements of background objects (trees, working TV, etc.)

People occulting by static objects is to be minimal (by columns, trees etc.).

Image quality: the image is to be clear, without visible defects from reducing procedure.

® Available size of a person: the area of a rectangle around the person as a percentage of the picture

area is between 10% and 60%.

People shouldn't move by continuous flow, by groups by several people are counted properly.

Camera requirements for the Stopped vehicle detection module

The requirements for the cameras that will work with the Stopped vehicle detection module are listed in the following

table:

Camera

Scene and
camera
angle

Resolution: not less than 720x480
Fps: not less than 15, recommended fps is 25
Camera must be rigidly fixed

Cars in the video image should be visually distinguishable

Recommended height of camera mounting: 6-7m

Recommended angle of camera mounting: 20-30 degrees correspondingly horizontal line

It is recommended to mount camera above the middle of analyzed traffic area

Efficiency of detection working is reducing if camera is mounted at the brink of traffic area

It is recommended to use Zoom-In/Zoom-Out functions to improve the response reflection from
vehicles on a scene, i.e. settings at which vehicle details are crearly distinguishable



Objects ® Available car size is from 0.1 to 0.8 from the size of recognizing area
image ® Maximum allowable size of a car relatively the frame size is 35% from the frame height and 27%
from the frame width
® Minimum allowable size of a car relatively the frame size is 7% from the frame height and 6% from
the frame width

Camera requirements for the Glow detection module

The requirements for the cameras that will work with the Glow detection module are follows:

® The camera must be rigidly fixed.

® Light sources in the video image should be visually distinguishable.

® The camera is pointed to the area where all light sources are located (ideally, the optical axis of the camera is
pointed strictly perpendicularly to this area).

Camera requirements for the Detection of moving against crowd
flow module

The requirements for the camera that will work with the Detection of moving against crowd flow module are follows:

® Camera “looks” to the scene vertically down.
® People move in the video image from up to down or from bottom to top.

Camera requirements for the Train detection module

The requirements for the camera that will work with the Train detection module are follows:

1. Camera requirements for the Tracker object (see the Intellect software package. Administrator's Guide. Current
version of this document is stored in the documentation repository).
2. Camera is to be directed in the line of the railway or as close to it as possible.

Camera requirements for the Heat map detection module

The requirements for the cameras that will work with the Heat map detection module are listed in the following table.

Camera ® Resolution: 720x576 (CIF4), using of 360x288 (CIF1) is acceptable; oversize images are reduces
until CIF4.
® Fps: not less than 6
® Color: analytics works with grey and color images.
® Camera must be rigidly fixed.

Lighting ®* The best working of detection is archived at medium lighting. Response to low (night) or over
(flashing) lighting the quality of procedure working can be reduced.
® Sharp changes of lighting can lead to short-time invalid analytics working.

Scene and ® The best position — camera "looks" to the scene vertically down. The better this requirement, the
camera angle carefully the received estimation.
® Sizes of camera field of view: 3x3m is minimal (6x6 people), 4x4m is optimal (8x8 people), 8x8m is
maximal (16x16 people).
® Background is static and is not changed sharply.
® Analytics can work inappropriately on specular surfaces and in case of sharp shadows from moved

objects.
® Analytics can work inappropriately in case of in the camera field of view there are periodic
movements of background objects (trees, working TV, etc.)

Objects image ® Image quality: the image is to be clear, without visible defects from reducing procedure.
® Available size of a person: the area of a rectangle around the person as a percentage of the picture
area is between 0.25% and 10%.

Staffing requirements

For the use of the Intellect-based detector, there are the following roles:

1. administrator;
2. operator.

In particular cases a person can perform the functions of both the administrator and operator. The main duties of the
administrator are:

1. upgrading, configuring and monitoring the performance of the system hardware;
2. installing, upgrading, configuring and monitoring the performance of the system and basic software;
3. installing, configuring and monitoring the application software.

The administrator must have a high level of qualifications and practical experience in the implementation of the installation,
configuration and administration of software and hardware used in the software package. The structure of the system
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provides the ability to control all functionality available by a single administrator, and also allows for the sharing of the
administrative responsibility among multiple operators. The main duties of the operator are as follows:

1. work with the system's graphical user interface;
2. optimization of the PC for the tasks needed using the functionality provided in the system.

The system operator should have experience working with PC's based on Microsoft Windows operating systems at the level
of a skilled user, and easily carry out basic operations.

General description of the Intellect Detector
pack

Structure of the Intellect Detector pack

The Intellect Detector pack is comprised of 4 independent software modules:

The Queue length detection module.

The People counter detection module.

The Stopped vehicle detection module.

The Glow detection module.

The Heat map detection module.

The Detection of moving against crowd flow module.
The Barcode detection module.
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The basic version of Intellect includes the software platform for the installation of these modules.

Functionality of the «Queue length detection» module

The Queue length detection module is designed to carry out the following functions:

1. Count the number of people waiting in line within a certain time interval.
2. Record the number of people waiting in line in a database.
3. Plot the crowding in an observed area.

Functionality of the «People counter detection» module

The People counter detection module is designed to carry out the following functions:

Count visitors in an observed area.

Record incidence of visitor entries into an observed area in a database.
Record incidence of visitor exits from an observed area in a database.
Generate reports in the number of visitors to an observed area.

Functlonallty of the «Stopped vehicle detection>» module

The Stopped vehicle detection module is designed to carry out the following functions:
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1. Recognizing cars stopped in the specified area.
2. Recognizing jams in the specified area.
3. Recording Jams and Stopped cars events to the database.

Functionality of the «Glow detection» module

The Glow detection module is designed to carry out the following functions:

1. Keeping track of light sources (lamps) in an observed area.
2. Record events about recognizing of light sources insertion or elimination to the database.

Functionality of the Heat map detection

The Heat map detection is designed to define zones of stopping and to estimate delay time of visitors in areas of interest.
Functionality of the «Detection of moving against crowd
flow>»

The Detection of moving against crowd flow module is designed to detect objects moving in the video image in
direction different from direction of movement the majority of same objects. The Detection of moving against crowd
flow module performs the following functions:

1. Recognizing movement against a crowd.
2. Recording events about recognizing a movement against a crowd to the database.

Functionality of the «Barcode detection»

The Barcode detection is designed to define barcodes or QR-codes in areas of interest.



Functionality of the "Train detection” module

The Train detection module is designed to carry out the following functions:

1. Recognizing of train presence/absence in the monitored area.
2. Recording events of train appearance in the monitored area to the database.
3. Recording events of train disappearance from the monitored area to the database.

Installing the Intellect Detector pack

General information on installing the Intellect Detector
pack

The installation of the Intellect detector pack takes place in the following order:

1. Install Intellect (see the Intellect system Administrator's Manual).
2. Install the Intellect Detector pack (see the chapter on Installation).

Installing the Intellect Detector pack
Description of the Intellect Detector pack installation files

The Intellect Detector pack installation files on CD-ROM.
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The installation files contain the installation program and the necessary software components to install the Intellect

Detector pack on the computer.

Only an administrator can install the Intellect Detector pack.

Installation

The Intellect Detector Pack software is installed as a part of the Intellect software. Information about compatibility of the In

tellect software versions and Intellect Detector Pack is presented by link: https://doc.axxonsoft.com/confluence/display/AS
doc/General+information+about+product+releases+and+versions+compatibility.

To install the Intellect Detector pack, the following steps must be carried out:

1. Insert the CD-ROM with the Intellect Detector pack installation files into the CD/DVD drive. A window will open

showing the contents of the disc.
|[ChHelp

|[Chlanguages

ﬁF‘rnduct

i sebup

}setup

2. Run Setup.exe, which will start the Intellect Detector pack installation.

As a result, a window will appear with the message Welcome to the Intellect Detector Pack v.2.0.0 Setup
Wizard.
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iE Installation of Intellect Detector pack v.2.0.0.271

Welcome to the Intellect Detector pack
v.2.0.0.271 Setup Wizard.

| i Intellect
% Detactor Pack

- You are welcamed By the Intellect Detectar pack,
w.2.0.0.271 Setup wizard, It enables to set installation
parameters, It is recommended ba quit all ather applications
before wou continue installation, Click Mext to go on or
Cancel ko exit the Setup wizard, Thank you for using
software products by AxxonSoft Group company,

3. Click Next.
The License agreement window will appear.

i& Installation of Intellect Detector pack v.2.0.0.271

License Agreement. II
Please read the License agreement carefully, :
"

LICENSE AGREEMENT .

This End-User License Agreement (EULA) is a legal agreement
between the A COMNSOFT LIMITED, hereinafter referred to as
the "Licensor ", and the software End-User, hereinafter referred to
as the "Licensee".

1. GEANT OF LICEMEE
1.1. The Licensor grants to the Licensee a non-exclusive right
of using thiz software in accaordance with this Agreement.

b
l (%) I accepk the terms of the License agreement. I
{1 do not accept the terms of the License agreement,
Print ] [ Back, H Pk ] [ Zancel ]

4. After reading the license agreement, agree with the terms of the agreement by clicking on the check box stating I
accept the terms of the License agreement, otherwise the installation of the software system will be
discontinued.

5. Click Next.

The Ready to install window will appear.



10

Setup wizard is ready ta install Intellect Detector pack v.2.0.0,271 on wour PO, Click,
Install bo skart, IF wou want bo review or change any installation parameters, click Back,
Click Cancel ko exit the Setup wizard,

Wour cornpuker, "

Back. H Inskall ] [ Cancel

6. Click Install.
As a result, the Intellect Detector pack installation process window will appear.
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7.

i Installation of Intellect Detector, pack v.2.0.0.271

Installing Intellect Detector pack v.2.0.0.271

Please wait kill Setup wizard installs Intellect Detector pack v, 2,0.0,27 1, Installation
petiod depends on the operating syskem configuration and software that is already
installed.

Skakus: Copying new files

Cancel

After installing all components, the Installation complete window will appear.

i Installation of Intellect Detector pack v.2.0.0.271

Installation Complete 2 m)

Installation of Intellect Detector pack w,2,0.0.271 is completed,

Installation of Intellect Detector pack «,2.0.0.271 on wour computer is completed, IF vau
were instaling Intellect Detector pack +.2.0.0.271 from CD, please, remove the
inskallation media, Click Finish bo exit,

Click Finish.

The Intellect Detector pack installation in complete.

Repair

To repair the Intellect Detector pack, the following steps must be carried out:

1.

Insert the CD-ROM with the Intellect Detector pack installation files into the CD/DVD drive. A window will open
showing the contents of the disc.
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ﬁ%’ Product

D setup

} setup

Run Setup.exe, which will start the Intellect detector pack installation.

As a result, the Select action window will appear.

i Installation of Intellect Detector pack v.2.0.0.271

Select Action - =
e

Choose operation to execute with Intellect Detector pack v, 2.0.0,271 and dlick Mezxt,

() Repair

) Remove

Mk ] [ Cancel

3. Select Repair.

4. Click Next.
The Intellect Detector pack repair process window will appear.
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5.

i& Installation of Intellect Detector pack v.2.0.0.271

Repairing Intellect Detector pack v.2.0.0.271

Please wait while the Setup Wizard repairs Intellect Detector pack v.2.0,0,271.

Skakus: Copying new Files

CCCCCCCCCCCCr T )

Cancel

After installing all components, the Repair complete window will appear.

i Installation of Intellect Detector pack v.2.0.0.271

Repair Complete

Intellect Detectar pack v.2.0.0.271 software was successfully repaired on your PC and is
ready Far use, Click Finish ko exit,

Click Finish.

The Intellect Detector pack repair is complete.

Removal

To remove the Intellect Detector pack, the following steps must be carried out:

1.

Insert the CD-ROM with the Intellect Detector pack installation files into the CD/DVD drive. A window will open
showing the contents of the disc.
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[CHelp
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ﬁ%’ Product

D setup

} setup

. Run Setup.exe, which will start the Intellect Detector pack installation.

As a result, the Select action window will appear.

i& Installation of Intellect Detector pack v.2.0.0.271

Select Action - =
—

Choose operation ko execute with Intelleck Detector pack . 2.0.0,271 and click Mext,

O Repair

* Remove

Mk ] [ Cancel

3. Click Remove.

4. Click Next.
The Intellect Detector pack removal process window will appear.
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i Installation of Intellect Detector pack v.2.0.0.271

Removing Intellect Detector pack v.2.0.0.271

Please wait while the Setup Wizard removes Intellect Detector pack «. 2.0.0.271.

Skatus:

Upon the deletion of the files, a message will appear stating that the Intellect Detector pack was removed.

i& Installation of Intellect Detector pack v.2.0.0.271

Removal Complete

Intellect Deteckor pack v.2.0.0,271 is successfully removed From yaour PC, IF you want ko
repair Intelleck Detector pack v, 2.0.0,271, waou can inskall it again from the installation
media. Click Finish to exit,

5. Click Finish.

The Intellect Detector pack removal is complete.

Configuring detection modules
Configuring the «Queue length detection>» module

The Queue length detection module can be configured using the System settings menu, under the Hardware tab, on
the Queue Length Detection control panel, using the Camera settings.



16

Architecture Hardware Interfaces Programming

=& LOCALHOST [O/IbMA-MIK]
- %4 Video Capture Device1 [1]

Queue length detection 1

|| Digable

=] Camgelg Camera
‘l Queue length detection 1 [1]] | —

al

The Queue length detection module is set up as follows:

1. Go to the Queue Length Detection control panel.

1 [ueue length detection 1
Camera [ | Disable
Camera 1 j

2. Click Settings.
The Detection settings window will appear.

Settings
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Detecticn settings

Select area | Parameters

(oo D1

2
L

@acﬂ interest j E]

Size of man

0K

| [ Cancel |

3. Specify the area of interest and the approximate size of people in the video image:
a. Click Stop video to capture the video image (1).

b. Click Area of interest (2).
c. Using the left mouse button select the four corners of the area on the captured video image (3) to be
analyzed (1). Only one area may be so designated. If a second area is specified, then the first area will be

deleted. Upon selection of the area the remaining part of the video image will be dimmed.

@ Note.

X
To remove a selected area, click the =

Detecticn settings

button next to the Area of interest button.

B &

Select area | Parameters

[Area of interest

J

Size of man

b

2

. =

d. Click Size of man (2).

e. On the captured video image (1) specify the approximate size of a person. To do this use the left mouse
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button to specify a rectangular area (1).

(D Note.

X
To remove the person size, click the “ button next to the Size of man button.

Detecticn settings = X

Select area{ Parameters | ) 2
lﬂu’ea of interest

[Sizenfmm J

4. Set the module parameters:

a. Go to the Parameters tab (2).

b. Set the detection sensitivity field in a range from 0 to 1 with up to two decimal places (1).
= 22

Detection settings

Parametr
{ Detection sensitivity (0.0- 1.0) 0,00 = }1

( Periodicity of employment measuring, s 30

Video settings
[~] Reduce large resolution 3

AC 0Kk Y Concel Y5

., F - A

c. In the Periodicity of employment measuring, s field, enter a time period in seconds for counting the
number of persons in the observed area (2).
d. Set the Reduce large resolution checkbox to create and process the new frame consist of even lines of

initial frame (3).




5. Click OK to save changes and return to the control panel of the Queue length detection (4).

Note.

To return to the control panel of the Queue length detection without saving changes, click Cancel (5).
6. On the Queue length detection control panel, click Apply.

Configuring the Queue length detection module is complete.

Configuring the «People counter detection>» module

The People counter detection module can be configured using the System settings menu, under the Hardware tab,
on the People counter detection control panel, using the Camera settings.

Hardware 1 Programming

=& LOCALHOST [O/brA-TK]

2% Video Capture Device 1 [1] 1 People counter detection 1

E|-' Camera Camera || Disable
‘Q Pmple counter detection 1 [1] ’ Py j

Cancel

The People counter detection module is set up as follows:

1. Go to the People Counter Detection control panel.

1 People counter detection 1 [ Settings )

Camera || Disable
Camera 1 j

_.Ecp p ""

2. Click Settings. The Detection settings window will appear.
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Detection settings El %

Select area | Parameters

>
F
Area of interest )

| 5ize of man

Gz e

3. Speci

a.
b.
C.

fy the area of interest and the approximate size of people in the video image:
Click Stop video to capture the video image (1).
Click Area of interest (2).

Using the left mouse button select the four corners of the area on the captured video image (3) to be

analyzed. Only one area may be so designated. If a second area is specified, then the first area will be
deleted.

(D Note.

x
To remove a selected area, click the ~ button next to the Area of interest button.

Note.

The area of interest is divided into two sections - 1 and 2. If an object moves from sector 1 to

sector 2, it is logged as the entry of a visitor; if the visitor moves from sector 2 to sector 1, it is
logged as an exit.



Detection settings

Select area | Parameters

o

| OK || Cancel |

.

d. Set the desired size, shape and position of the sectors in the area of interest by moving their boundaries (1)

e. If you want to swap sectors 1 and 2, click Change sectors (2).
4. Set the approximate person size as follows:
a. Click on Person size (3).
b. On the captured video image set the approximate person size. To do this, use the left mouse button to
select a rectangular area (1).

@ Note.

x
To remove the person size, click the ~ button next to the Person size button.
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Detecticn settings

Select area | Parameters

lAraanintermst
- [S.izeufman J

Ertrance: 1-» 2
Exit: 2 -3 1

T

0K || Cancel |

5. Setting the module parameters:
a. Go to the Parameters tab in the Detection settings window (1).

Detecticn settings

| Select area Qalametera'l

Video settings
t || Reduce large resolution ,2

. 3€_oK )| cancel | Jll

b. Set the Reduce large resolution checkbox to create and process the new frame consist of even lines of
initial frame (2).
6. Click OK (3).

Configuring the People counter detection module is complete.

Configuring the «Stopped vehicle detection» module
Licensing the «Stopped vehicle detection» module

To license the «Stopped vehicle detection» module do the following:



1.
2.

6.
7.

Go to the <Intellect installation folder>\Modules\IntelliVision folder.
Run the HardwarelD.exe utility.

1 Attention!
Start the HardwarelD.exe utility from the name of computer Administrator.

Also the utility is to be started after the full loading of operating system, specifically after start of all
needed services and applications.

IntelliVision HardwarelD =

Your HaguarelD: 1
il )

[ Copy To Clipboard hz

3. In the Your HardwarelD field the code is displayed (1).
4.
5. Send the code to the manager of the ITV company and specify the number of Stopped vehicle detection which

Click the Copy To Clipboard button to copy the code to the clipboard (2).

are planned to be used.
Receive the regkey.dat file from the manager of the ITV company.
Put the received file to the <Intellect installation folder>\Modules folder.

Licensing the «Stopped vehicle detection» module is completed.

Configuring the «Stopped vehicle detection» module

The Stopped vehicle detection module can be configured using the System settings menu, under the Hardware tab,
on the Stopped vehicle detection control panel, using the Camera settings.

Hardware Programming

-0 LOCALHOST [O/brA-TK]

Bg Video Capture Device 1 [1] 1 Stopped vehicle detection 1

B-q

Caroeral 11

R =] Stopped vehicle detection 1 [1]]

Camera || Disable

Camera 1 =

The Stopped vehicle detection module is set up as follows:

1. Go to the Stopped vehicle detection control panel.

23
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1 Stopped vehicle detection 1 l'
Camera || Disable
Camera 1 i

Apply Cancel

2. Click Settings. The Detection settings window will appear.

Detection settings M = =0 =

Select area | Parameters

(_ Stop video _-j

| oK || Cancel

|

L

3. Specify the area of interest and the approximate size of vehicle in the video image:
a. Click Stop video to capture the video image.
b. Using the left mouse button select the area on the captured video image to be analyzed (1). Only one area
may be so designated. If a second area is specified, then the first area will be deleted.
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Detection settings M (= = ez
Select area | Parameters

Stop video ]

[ ok ][ Coma ]

c. Set the required size, shape and position of the analyzed area (1). To rotate the area, use the board
dragging. To drag the area on the frame use the circle dotted line. To change the area size, use the grid
points marked squares. The minimal height and size of the smallest base of trapezoid is 0.05 of the frame
height.

d. Specify the approximate size of the vehicle by changing the size of the internal area in the bottom left
corner of the main area (2).

Note.

The analyzed area is covered with not more than 256 detection zones corresponding to the car size.
Recognition of stopped cars is performed only on that part of analyzed area which is covered by
these zones. The part of analyzed area will not be covered by detection zones if the car size is
much smaller than the size of analyzed area. To control the coverage area by detection zones, use
the debug window (see Appendix 1. Debug window).

4. Set the module parameters:
a. Go to the Parameters tab of the Detection settings window (1).



26

[ ‘Detection settings "N = =i
Select ares E Parameters i'l

Detection settings

t Traffic direction: Both directions - ? 2
( Stop duration, s: &0 .,f )3

b, v,

b. In the Traffic Direction drop-down list select the direction of the vehicles moving towards the camera (2).
c. In the Stop duration, s field set the minimal stop duration in seconds using the up and down buttons (3).
5. Click OK (4).

Configuring the Stopped vehicle detection module is completed.

Configuring the «Glow detection>» module

The Glow detection module can be configured using the System settings menu, under the Hardware tab, on the Glow
detection control panel, using the Camera settings.

Hardware Interfaces Programming

- LOCALHOST [O/bTA-TTK]

(-4 Video Capture Devicel [1] 1 Glaw detection 1

il Glow detection 1 [1
€] Glow detection 1 [1]) e N

Cancel

The Glow detection module is set up as follows:

1. Go to the Glow Detection control panel.
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1 Glow detection 1
Camera [ | Disable
| Camera 1 -
Apphy Cancel

2. Click Settings. The Detection settings window will appear.

Detection settings MG = =0

Select area | Pammete‘—g|

{ Stop video }

| oK ][ Cancel

1

— e —— — &

3. Specify the location of lights sources in the image which are to be tracked by detection:
a. Click Stop video to capture the video image.
b. On the captured video image specify areas to be analyzes (1). Click the left mouse button in the frame area
and stretch it to the required size. The minimal allowed size of the analyzed area is 15x15 pixels. The
maximum allowed size of the analyzed area is 200x200 pixels.
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Areas of interest are numbered in the order of creation starting from 1. The number of analyzed area is not
limited. Adding the area at the right from the video image the corresponding button is displayed (2).

Detection settings _ =B x ]
Select area | Parameters

Q3
2
g

Stop video ]

L A

c. Specify the required size, shape and location of sectors in the area of interest moving their borders.
Selecting the area take into account that the local change of illuminance and specular surface near lamps in
the area of interest can cause the false detection triggering.

d. To specify the area again click the button with its number in the list of areas and mark the area in the video
image frame (2).

|x
e. Click the * button next to the Area of interest button (3).
4. Specify the glow detection sensitivity:
a. Go to the Parameters tab in the Detection settings window (1).
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Selact are; Parameters 11

Detection settings

@sitiviw: 95 D 2

T

L

A

b. Using the up-down buttons enter the value of sensitivity parameter in the Sensitivity field (2). The
optimal value is selected experimentally by testing detection on triggering in the required conditions. The
value range is from 0 to 100. The more sensitivity the more possibility of false triggering. The less
sensitivity, the more possibility of losing event.

5. Click the OK button (3).

Configuring the Glow detection module is complete.

Configuring the «Heat map detection>» module

1 Attention!
For correct operation of the Heat map detection module the installed Analytics Pack subsystem is required.

The Heat map detection module can be configured using the System settings menu, under the Hardware tab, on the
Heat map detection control panel, using the Camera settings.

Programming

Hardware Interfaces

= B3 LOCALHOST [ws4]
=34 Wideo Capture Device 1 [1]

|1 | |Detection of “cold/hot” zone

Setlings

Camera [ Disable

| Camera 1 |
| =4

Add to group

Region Region 1.1 v

Time scheduls

Mever w |

Apply Cancel



https://doc.axxonsoft.com/confluence/display/rpt31/Analytics+Pack+subsystem.+User+Guide

The Heat map detection module is set up as follows:
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1. Go to the Heat map detection control panel.

|'| | |Detectinn of "cold/hat"' zone 4 |

Camera [ Disable

Camera 1 b

Add to group

@a |Area 1 VD 1
G:l_egion | Fegion 1.1 ;-D 2

Time zcheduls

@ever VD 3

Apply

From the Area drop-down list select the Area object to display the list of regions which belong to this area (1).
From the Region drop-down list select the Region object to which this detection is to be referred to (2).

From the Time schedule drop-down list select the corresponding time schedule during which the detection will
work (3).

HpwN

Note.
(D If none of time schedule is specified the detection will work 24 hours every day.

5. Click the Settings button (4). The Detection settings window will appear.

Detection settings

Select area | Parameters |

Size of man | E]

‘ Stop video b

Ok ” Cancel ]

6. Specify the area of interest and the approximate size of people in the video image:
a. Click the Stop video button to capture the video image.
b. On the captured video image specify areas to be analyzed (1). To specify the area set the nodal points of
interested area using the left mouse button. After setting the last nodal point click the right mouse button
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and closing the curve will perform automatically.
Areas of interest are numbered in the order of creation starting from 1. Adding area at the right from the
video image the corresponding button is displayed (2).

Detection settings

Select area | Parameters |

Surveilance areas:

05

2

1 @ze of man )

Start video

[ oK ][ Cancel ]

c. To remove a selected area click the E] button next to the Area of interest button (3).
7. Set the approximate person size as follows:
a. Click the Size of man button (5).
b. On the captured video image set the approximate person size. To do this, use the left mouse button to

select a rectangular area (1).

c. To remove the person size click the button next to the Size of man button.

8. Setting the module parameters:
a. Go to the Parameters tab in the Detection settings window.

Detection settings

| Select area{ Farameters [} ]

@nsitivit}l |5EI E—D 2

3 ( Ok )[ Cancel
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b. Using the up-down buttons enter the value of sensitivity parameter in the Sensitivity field (2). The
optimal value is selected experimentally by testing detection on triggering in the required conditions. The
value range is from 0 to 100. The more sensitivity the more possibility of false triggering. The less
sensitivity, the more possibility of losing event.

9. Click the OK button (3).

Configuring the Heat map detection module is completed.
Configuring the «Detection of moving against crowd
flow>» module

Behavior of detection of moving against crow flow module

Operation of the detection of moving against crowd flow is controlled by the following parameters:

1. Movement against a crowd - direction reversed to direction in which a crowd is moved in the video image.
Direction of crowd movement is called the right direction.

2. Number of people in a crowd - minimal number of people moved in direction of crowd movement in which
detection should trigger.

Detection will not function in case of number of people in a crowd moved in right direction is less than the Number of
people in a crowd parameter.
If number of people moved in right direction is more or equal to the Number of people in a crowd, then:

® detection functions if humber of people moved against a crowd is from 1 to 2 included;
® detection doesn't function if number of people moved against a crowd is 3 or more;
® detection doesn't function if there is no people moved against a crowd.

There will not new detection triggers while a person on which detection functioned is stayed in the monitored area.

Example. A steady flow of people goes against a crowd. In the monitored area only 1 or 2 persons move against a crowd.
In this case only one trigger will happened when the first person will go against a crowd. New triggers will not happen until
a flow moved against a crowd will not stopped.

If all people moved against a crowd are out of monitored area, i.e. in the monitored area there is only crowd moved in the
right direction and new person moved against a crowd enter the area, then detection will function.

Configuring the «Detection of moving against crowd flow>»
module
The Detection of moving against crowd flow module can be configured using the System settings menu, under the Hard

ware tab, on the Detection of moving against crowd flow object's control panel created on the basis of the Camera o
bject.

Hardware

=& LOCALHOST : - . :
.24 Video CaniureBievioel 1 Detection of moving against c
E|-I Cameral Camera || Disable
|Q I Camera 1 =
Apply Cancel

The Detection of moving against crowd flow module is set up as follows:

1. Go to the Detection of moving against crowd flow control panel.
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1 Detection of maving against o
Camera || Disable
Camera 1 -

Apphy Cancel

2. Click Settings button. The Detection settings window will appear.
Detecticn settings L@ﬂ_h]

Select area IPamme‘ters | a
)

Area of interest

Size of man
4

2

| OK || Cancel

3. Specify the detection surveillance:

a. Go to the Select area tab (1).

b. Click the Stop video button to capture the video image (2).

c. Click the Surveillance territory button (3).

d. On the captured video image specify areas to be analyzed. To specify the area set the nodal points of
interested area using the left mouse button. Area is considered to be specified when the last nodal point is
consisted with the first one. It is possible to add only one area. While attempting to add the second area the
first one will be deleted. After area specifying the remaining part of video image will be darkened.

(D Note.

To remove the area click the E] button next to the Area of interest button.

e. Click the Human size button (4). Set the required person size. To do this, click the left mouse button on
the captured video image and extend a rectangular area to required size.
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(D Note.

To remove the area click the E] button next to the Size of man button.

4. Specify parameters of detection of moving against crowd flow:
a. Go to the Parameters tab (1).

Detection settings E@g

| Select areaILE FParameters I 1

[Detection sensitivity (0.0- 1.0) 0.50 | 2

INumberof people in crowd flow 4 - I 3

Direction against crowd flow

@ Up 4

@ Down

5

o< | cence

e
b. In the Detector sensitivity field enter the value of sensitivity parameter using up-down button (2).
Optimal value of parameter is selected experimentally by testing the detection for triggers in required
conditions. The range of values is from 0 to 1. The less detection sensitivity, the more probability of event
missing.
c. In the Men in crowd field specify the minimal humber of people moved in direction of crowd movement in
which detection should function (3).
d. Set the Direction against crowd switch to the position, corresponding to the objects movement against a
crowd on the video image (4).
5. Click the OK button (5).

Configuring the detection of moving against crowd flow module is complete.

Configuring the «Barcode detection>» module

The Barcode detection module can be configured using the System settings menu, under the Hardware tab, on the Ba
rcode detection control panel, using the Camera settings.

=& LOCALHOST [0-VOROBYOVA]
-4 Video Capture Device 1 [1]
E|Il Cameral [1]
@ Captionerd [l

1 Barcode detection 1

Captioner: l Solings
Camera || Disable [ C.a.ptioner i -

| Camera 1 hdl

Skip repeated recognitions, sec:

5

Ppply Cancel




The Barcode detection module is set up as follows:

1. Go to the Barcode detection control panel.

1 Barcode detection 1 3 |

Captioner:
Camera || Disable I| Captioner 1 j I 1
C 1 =
SMEr3 J Skip repeated recognitions, sec:
o 2

4
Apphy Cancel

2. From the Captioner: drop-down list select the captioner with the help of which result will be displayed in the

monitor (1)
3. In the Skip repeated recognitions, sec: field enter the time in seconds in which the repeated code is recognized

(2).

Note.
{D If there are some different barcodes or QR-codes one after another, then recognition is performed
instantly. If there are some repeated barcodes then new result will be displayed after time period specified

in the settings.

4. Click Settings (3).
The Detection settings window will appear.

Detecticn settings

I Select area I Pammaa—g| o
o

Area of interest

e |2

f [ OK |[ Cancsl

e

5. Specify the detection surveillance area:
a. Go to the Select area tab (1).
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b. Click the Stop video button to capture the video image (2).

Click the Area of interest button (3).

. On the captured video image specify areas to be analyzed. It is possible to add only one area. While
attempting to add the second area the first one will be deleted. After area specifying the remaining part of
video image will be darkened.

{D Note.

To remove the area click the E] button next to the Area of interest button.

Q0

e. Click OK to save changes and return to the control panel of the Barcode detection (4).
(D Note.
To return to the control panel of the Barcode detection without saving changes, click Cancel.
6. On the Barcode detection control panel, click Apply.

Configuring the Barcode detection module is complete.

Configuring the «Train detection» module

Note.
It is not recommended to create more than 4 Train detection objects for correct operation of the Train detection
module.

The Train detection module can be configured on the settings panel of the Train detection object created on the basis of
the Camera object on the Hardware tab of the System settings dialog window.

Hardware Programming

=I5 LocaLHosT
Elﬁ Video input card 1 |1 ITraln detection 1 Seftings |

Camera " Disable

| Camera 1 j

Cancel

The Train detection module is configured as follows:

1. Go to the Train detection control panel.
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|1 ITlain detection 1

Camera ™ Disable
| Camers 1 j

Apply Cancel

2. Click the Settings button. The Detection settings windows will open.

Detection settings

Select area | Parameters I 2

Area of interest

=1

oK Cancel |

3. Specify the detection surveillance area on the video image:
a. Click the Stop video button to capture the video image (1).
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R

Select arsa | Parameters I

Area of interest ﬂ

Start video |

4

b. Click the Area of interest button (2).

c. On the captured video image (3) sequentially specify nodal points of area to be analysed by clickng the left
mouse button (1). It is possible to add only one area. While attempting to add the second area the first one
will be deleted. After area specifying the remaining part of video image will be darkened.

@ Note.

x
To remove the area click the J button next to the Area of interest button.

(D Note.

The area of interest is to be specifyied in such a way as to be no any motion in it except of the train
motion.

d. Click the OK button to save changes and return to the control panel of the Train detection (4).
(D Note.
To return to the control panel of the Train detection without saving changes, click Cancel.
4. Click Apply on the Train detection control panel.

Configuring the Train detection module is complete.

Configuring the events archive length

Reports by results of detection working received with the help of Report System web-reports subsystem are creating on
information from the event log database. On default the event archive is storing in the database for three days, but it is
insufficient for proper report creating. To increase the events archive length, do the following:

1. Go to the Programming tab of System settings dialog box (1).
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2. Go to the Security zone object's settings panel (2).
3. Enter the period of events storage in the database in the Events archive length ____ days field (3). For example,

specify the archive storage period equal to 30 days.
4. Click the Apply button (4).

Configuring the events archive length is completed.

Operating with detection modules

Operating the «Queue length detection» module
Obtaining traffic information in the area of interest

Add

l Settings

( Eventz archive length |3 days ]3

Run macro at start hd

[] Cannectians in architecture

Adminiztrator's passwond

As reported in the Event log interface at specified intervals by the Queue length detection module.

Source | Event | Partition | Add. infa | Date | Tirne

EHCamera 1 Alarm Reqion 1 120512 10:22:46
[ueue Length Detection 1 [Hueue full ﬂ 120512 10:2317
[ueus Length Detection 1 (ueue full 1] 120512 10:23:27
[ueue Length Detection 1 Hueue full a3 120512 10:23:37
[ueue Length Detection 1 (uezue full 15 120512 10:23:47
[ueue Length Detection 1 (Hueue full 19 120512 10:23:67
(ueus Length Detection 1 (ueue full 22 120512 10:24:07
[ueus Length Detection 1 (ueue full 24 12-05-12 10:24:17
[ueue Length Detection 1 Gueue full 25 120512 10:24:27
[ueue Length Detection 1 (Hueue full 28 120512 10:24:37
[ueue Length Detection 1 [ueue full 24 120512 10:24:47
[ueus Length Detection 1 Gueue full 24 12-05-12 10:24:57
[ueue Length Detection 1 [ueue full 26 120512 10:25:07
[ueue Length Detection 1 Cuzue full 55 / 120512 10:28:17

Each line item contains information about the number of people in the area of interest at that moment in time.

@ Note.

For more information on working with the Event log interface, see the Intellect system Administrator's Manual.

Generating a report on the traffic in the area of interest

Reports on the traffic in the area of interest are generated via the web-based Report System.

39
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All necessary information is provided in the web-based Report System User's Manual.

Visualization of operating the Queue length detection

Visualization of operating the Queue length detection in the Monitor window can be realized with the help of user scripts on
the base of Titles object. Detailed description of one of these scripts is presented in the 1.7 Examples of scripts on the
Jscript language section of Programming guide (Jscript) document - Example 1. Visualization of operating the Queue length
detection in the Video surveillance monitor.

Operating the «People counter detection» module
Obtaining information on number of visitors

The People counter detection module provides entries onto the Event log when visitors pass through the area of
interest.

| Source | Evert | Partition | &dd. info | Date | Time
B4 Camera 1 Alarm Fiegion 1 120512 10:25:35
People Counter Detection 1 Wigitar exit 120512 10:30:40
People Counter Detection 1 Wigitor et 120612 10:30:43
People Counter Detection 1 Wizitar exit 120512 10:30:62
People Counter Detection 1 Wigbar entrance 120512 10:31:19
People Counter Detection 1 Wizitar exit 120512 10:31:42
People Counter Detection 1 Wigikor entrance 120812 10:31:43
People Counter Detection 1 Wigitor et 120612 10:32:03
People Counter Detection 1 Wizitar exit 120512 10:3215
People Counter Detection 1 Wigbor entrance 120512 10:32:32

When a visitor moves from sector 1 to sector 2, it is logged as Visitor entry; if the visitor moves from sector 2 to sector
1, it is logged as Visitor exit.

Note.
For more information on working with the Event log interface, see the Intellect system Administrator's Manual.

Generating a visitor report

Visitor reports are generated via the web-based Report System.

All necessary information is provided in the web-based Report System Users's Manual.

Visualization of operating the People counter detection

Visualization of operating the People counter detection in the Monitor window can be realized with the help of user scripts
on the base of Titles object. Detailed description of one of these scripts is presented in the 1.7 Examples of scripts on the
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Jscript language section of Programming guide (Jscript) document — Example 2. Visualization of operating the People
counter detection in the Video surveillance monitor.

] Screens | <& " >

—

] .
Number of paoﬁle (entering/exiting): 60/87

Operating the «Stopped vehicle detection» module

The Stopped vehicle detection module sends messages to the Event log when the stopped vehicle is detected in the

surveillance area.

Source

& Stopped cars detector 1

@ Stopped cars detector 1
Stopped cars detector 1
Stopped cars detector 1

& Stopped cars detector 1

& Stopped cars detector 1

# Stopped cars detector 1
Stopped cars detector 1
Stopped cars detector 1

Stopped cars detector 1

(D Note.

| Event
Stopped car

Stopped car
Traffic jam
Traffic jam
Stopped car
Stopped car
Stopped car
Traffic jam
Traffic jam
Traffic jam

| Partition

| Add. infa

Date
271112
271112
271112
271112
271112
271112
271112
271112
271112
271112

| Time
118N
131815
131820
121824
121829
131832
131836
131837
121838
12184

For more information on working with the Event log interface, see the Intellect system Administrator's Manual.

When a traffic jam is detected, it is logged as a Traffic jam event.

If a stopped car is detected in the surveillance area, it is logged as a Stopped car event.

Operating the «Glow detection» module

The Glow detection module sends messaged to the Event viewer when the light source is detected or lost in the

surveillance area.

| -

Glow detection 1

Encbled I

Source | Event | Partition | Add. info | Date | Time
Glow detection 1 Disabled 3 070513 10:14:55
Glow detection 1 Enabled 1 070513 10:14:56
Glow detection 1 Disabled 2 070513 10:14:56
Glow detection 1 Disabled 3 070513 10:14:56
Glow detection 1 Disabled 1 070513 10:14:57
Glow detection 1 Disabled 2 070513 10:14:57
Glow detection 1 Disabled 3 070513 10:14:57

2 |

10:14:59

=

3

I_I
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When a light source is detected (enabled), it is logged as an Enabled event. If a light source is lost (disabled), it is logged
as a Disabled event. The number of surveillance area from which the event received is displayed in the Add. Info column.

Operating the «Heat map detection»
Generating a report on the basis of Heat map detection

Reports are generated via the web-based Report System.

All necessary information is provided in the web-based Report System Users’s Manual.

Operating the «Detection of moving against crowd flow»

The Detection of moving against crowd flow module sends the Moving against crowd flow message to the Event
viewer when the objects moved against a crowd are recognized in the monitored area.

| Source Evert Region Add.info Date Time
Detection of moving against crowd flow 1 Maving against crowd flow 0 011015 16:27:52
Detection of moving against crowd flow 1 Moving against crowd flow 0 01-10-15 16:28:07
Note.

For more information on working with the Event viewer interface, see the Intellect system Operator’s Manual.

Operating the «Barcode detection» module

In case of recognizing barcode or QR-code in the area of interest the result of the Barcode detection operation will be
displayed in the Monitor interface objects using the Captioner object.

S

11| Camerai

Search by detected barcodes is performed using the Search by captions interface object.

Operating the «Train detection» module

The Train detection module sends messages to the Event viewer interface window in case of train recognizing in the
monitored area or in case of train disappearance from the monitored area.



Source | Event | Region | Add. info | Date | Time ||
Train detection 1 Train amived 15-10:15 12:44:53
Train detection 1 Train departed 15-10-15 12:45:51
Train detection 1 Train amived 19-10:15 12:47:38
Train detection 1 Train departed 15-10-15 12:48:37
Train detection 1 Train amived 19-10:15 12:50:24
Train detection 1 Train departed 15-10-15 12:51:23

When the train is recognized, it is logged as an Train arrived event. When the train is disappeared, it is logged as an Trai
n departed event.

Appendix 1. Debug window

General information

The debug window is designed to control events received from detections registered in the system. Besides, the function of
displaying the detection area above the video image received from camera is available in the debug window.

Start the debug window

Start of the debug window is performed from the Windows task bar. Double click the left mouse button on the g icon to
start the debug window.
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As a result the External detector window is displayed.
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File Edit View Clear Help Currentobject Outputtype Debug window

STOPPED_CAR_DETECTOR server: 1 2013-01-24T16:26:10.246 704x57t

[1/24/2013 4:24:22 PM] STOPPED_CAR_DETECTOR[1|SETUP|direction<~] [[1/24{2013 4:25:41 PM] STOPPED_CAR_DETECTOR[1|ERROR]error_d -]
[1/24/2013 4:25:41 PM] STOPPED_CAR_DETECTOR[1|ERROR|param0<  [1/24{2013 4:25:41 PM] CONNECTED|127.0.0.1[1/24{2013 4:25:41 PM|
[1/24/2013 4:25:41 PM] CAM|1]ALL_STATES|signal_lost<0>,alarmed<0>  [1/24f2013 4:25:41 PM] CAM[1|SETUP|source_folder<D:Sofi\Detectorf
[1/2472013 4:25:41 PM] CAM|1]ATTACH|sc<1>, TRANSPORT ID<>
[1/24{2013 4:25:41 PM] CAM|1|DISARM|sc<1>,_ TRANSPORT_ID<>
[1/24f2013 4:25:41 PM] CAM|1|SIGNAL_RESTORE|sc<1>, TRANSPOR
[1/24f2013 4:25:41 PM] CAM|1|MD_STOP|sc<1>,_TRANSPORT ID<>
[1/24/2013 4:25:41 PM] CAM|1|REC_STOP|sc<1>, TRANSPORT ID<>,
[1/24f2013 4:25:41 PM] CAM|1]ALL STATES|detached<0>,signal lost<

Ready [ w4

i Attention!
Start the debug window is possible only if the Debug mode is enabled with the help of Intellect Advanced Setup u
tility.



Windows
Intellect

o[> DMS
-~ [ Access contral system

[» Distributed configuration

[» Comprezsing M5 Access DB
[» MSDE [M5 S0L) configuration
Yideo subsystern

Testing video capture cards
Telermetry

POS-Intellect

Yersion

INTELLECT

Core IP address

Keyboard prefix

127.0.01

L |

Logging subzpstern

Debug mode
Debug 2
Dizabled

1

) Default [Intellect\E=part)

3 Other

Save logs

[] Redirect to debugger
M awirnum size [MB]:
L

Open folder

=

[] Receive uncompreszed video
[] Events protocol aver all windows
[ Only local protocol

Owerlay in the events protocal

| Maone w

|:| Dizable protocal
[ Uzed memany dump
Suppart old scripts

[] Time synchranization

Interface of debug window

The debug window contains the interface components described in the following table.
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»..T_L External Detector

72412013 4:24:22 PM| STOPPED_CAR_DETECTOR|1|SETUP|direction< >
1124)2013 4:25:41 PM] STOPPED_CAR_DETECTOR[1|ERROR|param0<
1724)2013 4:25:41 PM] CAM[1|ALL_STATES|signal_lost<0>,alarmed<D>

~=1aix|

3

24f2013 4:25:41
112412013 4:25:41
112412013 4:25:41
1724{2013 4:25:41
1424{2013 4:25:11
112412013 4:25:41
172412013 4:25:41
172412013 4:25:41
112412013 4:25:41

PM] STOPPED_CAR_DETECTOR|1|ERROR]error_d
PM] CONNECTED|127.0.0.1]|1/24/2013 4:25:41 PM|
PM] CAM|1|SETUP|source_folder{D:ASofi\Detectorl
PM] CAM|1]ATTACH|sc<1>,_TRANSFORT_ID<>
PM] CAM|1|DISARM|sc<1>,_TRANSPORT_ID<>
PM] CAM|1|SIGNAL_RESTORE|sc<1>,_TRANSPOR
PM] CAM|1|MD_STOP|sc<1>,_TRANSPORT_ID<>
PM] CAM|1|REC_STOP|sc<1>,_TRANSPORT_ID<>,
PM] CAM|1]ALL_STATES|detached<0>,signal_lost<

- -

\.l_ | » | »
Ready [ um o
No Name Description

1 Preview area

2 Area of Events
viewing from
detectors

3 Area of system
events viewing

4 File menu

5 Edit menu

6 View menu
7 Clear button
8 Help menu

9 Current object
menu

Element is designed for displaying the detection area above the video image. Besides detection
area the specific detection settings are displayed:

® the person size for queue length detection and people counter detection;
® detection zones for stopped vehicle detection.

Events from detectors registered in the system are displayed in this area.

All system events except events from detectors are displayed in this area.

Access to the Exit function.

Access to the operations with text.

Access to the function of displaying and hiding the status bar.

Clear areas of events viewing.

Access to the information about program.

Selection of a detector settings of which are displayed in the preview area. The detector

selection have an impact on the camera from which the video stream is used for displaying in
the preview window.
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